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The leading edges of the wings of the Eagle II aircraft are covered with a
thin aluminum sheet which extends from the top rear face of the front spar
around the noses of the ribs to the bottom rear face of the spar. The cover
is attached with cement-coated nails to the filler strips which are glued to
the top and bottom surfaces of the spar between the ribs. The installation
of the leading edge cover is depicted in the lower view of the enclosed copy
of Engineering Sketch X-20148.

The wrap—around length of the covered area from the top of the spar to the
bottom will vary from aircraft to aircraft due to variations in the contour

of the noses of the wing ribs and the position of the ribs on the spar.

In addition, the wrap-around width of the cover and the location of the
central bend in the cover will vary with normal manufacturing tolerances.

As a result of these variations, when the cover is installed its upper and
lower edges may or may not extend beyond the rear face of the spar on both the
top and the bottom. The cover installation procedures in the 202 and 903
product manvals do not presently account for this variation.

Prior to gluing the filler strips in place on the top and bottom surfaces of
the front spars, builders should make a trial installation of the leading
edge covers to verify that the edges of the cover will extend far enough aft
on the top and bottom to overhang the rear face of the front spar. Leading
edge clamps or other devices should be used to ensure that the cover is held
in its proper position when making this observation.

Normally the rear edges of the cover will extend slightly aft of the rear

face of the spar at both the top and the bottom, and the filler strips can be
located with their rear edges flush with the rear face of the spar as

depicted in the upper right view on the enclosed sketch. If the rear edges

of the cover do not extend beyond the rear face of the spar, the filler strips
must be positioned sufficiently forward of the aft face of the spar to

allow the bent lip at the edge of the cover to overhang the rear corner of

the filler. This arrangement is depicted in the upper left view on the
enclosed sketch.

This change in the upper and lower wing construction procedures will be
included in the product manvals supplied with all 902 and 903 Wing Kits
shipped on or after July 1, 1983.
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